
2024+ Toyota Tacoma JBL Equipped
BUDGET FRIENDLY

Add a Subwoofer
HARNESS PACKAGE

Installation 
Guidelines



Dual Harness
Plug and Play Integration

Harness 1 & 2 plug directly into the 
factory JBL amplifier & the factory 

wiring of your Tacoma
Install these harnesses according steps on the following 

pages

HARNESS 1

   1     2   3    4    5    6     7   8     9  10  11   12
   13 14  15 16 17  18  19 20  21  22 23  24

HARNESS 2



Factory Wiring JBL AMP

Harness 3
Do NOT disconnect

Harness 3
Harness 3

Do NOT disconnect
Harness 3

JBL AMp 

Section 1A-
Connect Harness 1 To Factory Amplifier & Wiring

Harness 1

Remove quick 
disconnect terminals



FACTORY WIRING Factory Amp

JBL AMp 

Section 1B-
Connect Harness 2 To Factory Amplifier & Wiring

   1     2   3    4    5    6     7   8     9  10  11   12
   13 14  15 16 17  18  19 20  21  22 23  24

Harness 2



HARNESS 1- 
LC2i Pro Connections

Harness 1

CONNECTS TO
FACTORY WIRING

CONNECTS TO
FACTORY AMP
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HARNESS 2- 
LC2i Pro Connections

   1     2   3    4    5    6     7   8     9  10  11   12
   13 14  15 16 17  18  19 20  21  22 23  24

HARNESS 2

Connects to factory 
wiring

Connects to factory 
amp

RED

Blue remote wire 
(Included in kit)

Connects to Amplifier

BLUE



LC2i Pro Connections
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GND+BATT REM

PROTECT INPUT BASS
BOOST

6dB MIN MAX 40Hz 220Hz OFF 50Hz
0dB 12dB

GAIN LPF SUBSONIC

PWR
EBC R

L

POWER GROUND

INPUT SIDE

OUTPUT SIDE

Blue remote turn on wire 
connects to amplifier

AMPLIFIER CONNECTIONS

 Subwoofer wire 
connects to subwoofer 

terminal cup

Connect LC2i Pro to Amplifier RCA Cable connects
to

“Bass Output”



PROTECT INPUT BASS
BOOST

6dB MIN MAX 40Hz 220Hz OFF 50Hz
0dB 12dB

GAIN LPF SUBSONIC

PWR
EBC R

L

GND+BATT REM

2024+ Toyota Tacoma JBL
Budget Friendly

Add a Subwoofer Connections Overview
Factory Wiring Factory JBL Amp

Blue Remote wire Connects
to output side of amps

Terminal cup is 
mounted to 
subwoofer 
enclosure

Do NOT disconnect
Harness 3

Harness 3

Do NOT disconnect
Harness 3

Harness 3

Harness 1

   1     2   3    4    5    6     7   8     9  10  11   12
   13 14  15 16 17  18  19 20  21  22 23  24

Harness 2

RCA Cable connects
to

“Bass Output”



TacoTunes
2024+ JBL Equipped Tacoma

Installation Guidlines

Violation of the following terms will void the product’s warranty:

- Failure to follow the guidelines provided in this document

- Failure to contact the TacoTunes team in the event of a defective component

- Failure to contact TacoTunes team in the event of “confusion” when installing this 
product, resulting in damage to the product & rendering a component defective

- Altering this product in any way shape or form that is not provided in this 
document

*IF YOU ARE HAVING THIS PRODUCT INSTALLED BY AN AUDIO SHOP, 
ALL OF THE FOLLOWING TERMS APPLY.

YOU ARE RESPONSIBLE FOR PROVIDING YOUR INSTALLER WITH THIS 
DOCUMENT, ANY INSTALLATION VIDEOS, & OUR CONTACT 

INFORMATION*

THIS PRODUCT IS NOT COMPATIBLE WITH ALL AUDIO UPGRADE 
COMPONENTS.

YOU ARE RESPONSIBLE FOR CHECKING COMPATIBITLY WITH OUR TEAM
PRIOR TO PURCHASE.

Factory Integration Audio Upgrade
Harness system


